
S O L U T I O N - D Y E D

OLEFIN
MACKINTOSH







Monochrome
Abrasion: ISO 12947-2 20,000 cycles Grade 4

Hydrostatic Pressure: 300mm

Rain Test Method: AATCC 35 ( Standard 1.0g ) < 0.1g 

Rain
Proof

Forever
Repelled

Quick
Dry

Water 
Resistant

Denim 506.102

Salsa 101.102

Steel 705.102 Pearl 608.102 Cloud 609.102

Olive 402.102



Alpine Abrasion: ASTM D4966  36,000 rubs

Crimson Red 101.810 Burning Sand 102.810

Basalt Rock 701.810 Navajo White 603.810 Moose Brown 602.810 Meadow Green 402.810

Tranquil Lake 401.810

Rocky Mountain Abrasion: ASTM D4966  40,000 rubs

Atlas Sand 601.809

Andes Greystone 602.809

Piana Flax 702.809  Chianti Red 101.809

Glacier Ice 603.809

Highland Charcoal 701.809

Verdigris Jade 401.809



St.Tropez Abrasion: ISO 12947-2 50,000 cycles Grade 4  with optional treatment

Olive 403.804

Steel 702.804 Black 703.804

Citron 301.804

Lakeside 501.804Taupe  602.804 Aegean 401.804

Jade 402.804

Graphite 604.804 Carbon 701.804

Dove 601.804

Charcoal 603.804Midnight 502.804

Tuscan 201.804Cayenne 101.804



Carbon 701.805

Sesame 603.805

Peacock 502.805

Lime 401.805

Oatmeal 601.805

Charcoal 702.805

Citron 301.805

Steel 703.805

Amazon 402.805

Lakeside 501.805

Midnight  503.805

Graphite 604.805

Papaya 201.805 Poppy 101.805Hemp 602.805

Médoc Abrasion: ISO 12947-2 50,000 cycles Grade 4  with optional treatment



Birdeyes

Garnet 101.808

Lakeside 501.808

Oatmeal 601.808

Lime 401.808 Hemp 602.808

Charcoal 701.808

Canvas

Ivory 604.800

Steel 705.800

Cement 706.800

Tuscan 203.800

Amazon 403.800

Garnet 103.800

Lakeside 506.800

Azure 507.800Celery 404.800 Midnight  508.800

Stone 703.800

Wheat 603.800

Feather Gray 704.800



Fire Island 10” W Repeat 

Midnight 506.203

Amazon 402.203

302.203Citron 

Lakeside 502.203

504.203Azure 

702.203Charcoal 

Garnet 102.203

Bean 10” W Repeat 

Hemp 602.203  202.203Tuscan 

Blurkey

Poppy 201.212 Charcoal 701.212

Marbling

Midnight 501.213 Charcoal 701.213

10” W Repeat 10” W Repeat 

Lime 402.210Lakeside 501.210 Charcoal 701.210Steel 702.210

Hemp 601.210 Jade 401.210 Midnight 502.210Tuscan 201.210



Petit Morocco 20” W Repeat 

10” W Repeat Vanity

Hemp 602.201 702.201Charcoal 504.201Azure 

Parker Stripe 20” W Repeat 

Garnet 102.204

Tuscan 202.204

Citron 302.204

Charcoal 702.204Amazon 402.204Lakeside 502.204

Midnight 506.204

Azure 504.204Hemp 602.204

Steel 702.206Lagoon 501.206 Amazon 402.206 Charcoal 701.206

Hemp 601.206 Midnight 502.206Aegean 401.206Poppy 201.206



Garnet 102.201202.201Tuscan 302.201Citron 

Parker Stripe 20” W Repeat 

Nightingale 20” W Repeat 

Amazon 402.202Lakeside 502.202 Charcoal 702.202

Midnight 506.202Citron 302.202

Azure 504.202Hemp 602.202

Garnet 102.202

Tuscan 202.202

Bluemoon 20” W Repeat 

Charcoal 701.207Steel 702.207Lagoon 501.207 Amazon 402.207

Hemp 601.207 Poppy 201.207 Midnight 502.207Aegean 401.207



Amazon 402.201Lakeside 502.201Midnight 506.201

Parker Stripe 20” W Repeat 

Harley 3.3” W Repeat 

Hemp 602.205

Midnight 506.205

Amazon 402.205Lakeside 502.205 702.205Charcoal 

504.205Azure 202.205Tuscan 

302.205Citron Garnet  102.205

Monstera 20” W Repeat 

Citron 302.211Celery 401.211 Stone 701.211

Lime 301.211 Azure 501.211



TECHNICAL DATA

M A C K I N T O S H ®

SOLUTION-DYED OLEFIN

DESCRIPTION
Width/cm

Weight/gsm±5%

DOBBY
 
/ 100% Olefin

Médoc

210

158

St.Tropez

300

158

Alpine

158

380

Monochrome

152

240

152

200

Canvas

158

315

Rocky 
Mountain

152

175

Birdeyes

DESCRIPTION
Width/cm

/100% Olefin JACQUARD

Weight/gsm±5%

Nightingale

152

260

Bean

152

260

Harley

152

260

152

260

Parker StripeVanity

152

260

DESCRIPTION
Width/cm

Bluemoon

152

240

Petit Morocco

152

240

Blurkey

152

240

/100% Olefin JACQUARD

Weight/gsm±5%

Marbling Monstera

152

240

152

240

152

240

Fire Island 

Seam Slippage

Tear Strength

Tensile Strength

Flammability

Anti-Mildew

Water Repellency

Pilling Resistance

pass

pass

pass

5
90

4-5 after 5,000 Rubs
3.0 after 30 Minutes
4-5 after 1,000 Movements

pass

pass

Performance Standards

4-5Colorfastness to Chlorinated pool water

4-5Colorfastness to Sea water

Colorfastness to Light
7-8
3-4 at 1,200 hrs 

Colorfastness to Crocking
Dry 4-5
Wet 4-5

Speci�cations

BS EN ISO 13936-2
ASTM D4034

BS EN ISO 13937-3
ASTM D2261

BS EN ISO 13934-1
ASTM D5034

BS EN1021-1
CAL 117

AATCC 147

BS EN ISO 4920
AATCC 22

BS EN ISO 12945-2
ASTM D3512
ASTM D4970

Ultraviolet Protection Factor

Per�uorinated Chemicals Content  (PFCs) 

SPF50+

Not detected any PFCs

AS /NZS 4399

EPA 3550C

Test Methodology

AATCC 8 

BS EN ISO 105-E03  

BS EN ISO 105-E02

BS EN ISO 105-B02/B04
AATCC 16E

BS EN ISO 105-X12

BS EN ISO 105-C06Colorfastness to Washing 4-5

Abrasion Resistance
Over 15,000 Cycles
Over 15,000 Cycles
Over 15,000 Rubs

BS EN ISO 12947-2
ASTM D4157
ASTM D4966



TAIWAN AXROMA TECHNICAL TEXTILES CO., LTD.

No.636 Hsi-Ping Road, Douliou City, 
Yunlin Hsien 64057, Taiwan  
T:886-5-5511008  F:886-5-5511010

No.25, YuZhou Road(South), Haizhou Development Zone, 
Lianyungang City, JiangSu Province 222062 China 
T:86-518-85910058  F:86-518-85910057

AXROMA TECHNICAL TEXTILES (LIANYUNGANG) CO ., LTD.

www.axroma.com

#axromafabrics


